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ETS58

Tracked Conventional Excavator

Powerful, comfortable and safer

Full speed ahead: The ET58 mini excavator combines proven
technology with a large dose of innovation to become a champion
in the 5-6-metric-ton class. It has the usual high lifting and
digging forces as well as fast work cycles. Thanks to the latest
technologies, emissions have been reduced and efficiency has
been increased at the same time. The powerful engine meets the
Stage 5 emission standards. The excavator also makes an
impression in terms of user-friendliness. Work is easy and
comfortable due to the intuitive operating concept and the

excellent view of the working area.

Highlights
® Flexible cylinder rod protection
®m 3-point kinematics

m Active Working Signal (AWS)

Up to 5 additional control circuits ex work

® | oad Sensing Flow Sharing

Technical Data

Hydraulic
Operating pressure hydraulics 245.0 bar
Hydraulicpump Axial piston pump
Flow rate 126.0 I/min
Flow rate max. 132.0 I/min

Mechanical - Output Details
Travel speed 4.4 km/h

Mechanical Details

Length 6,050.0 mm
Width 1,960.0 mm
Height 2,667.0 mm
Weight 4,617.00 kg

Operating weight (min.-max.) 5,052.0 - 6,386.0 kg

Digging depth (max.) 4,017.0 mm
Engine

Cooling Water-cooling

Engine type Diesel engine

Cylinder
Cylinder capacity

Inclined position max.

3.0
1,662.0 cm3

30.0°

Fuel HVO EN15940
Effective power 33.5 KW
Nominal Engine speed 2,100.0 1/min
Exhaust-gas limit EU Stage V
Battery capacity (nom. value) 77.0 Ah
Engine Manufacturer Perkins
Engine Designation 403J-E17T
Environment Data
Sound power LWA, guaranteed 97.0 dB(A)

Chassis
Traction drive
Shipping and Storage

Shipping weight

Axialpistonmotor with RGU

4,817.0 kg

The illustrations, equipment and data shown may deviate from the current delivery program of your country. Optional equipment subject to additional charge may be shown. Subject to changes.
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Standard dozer blade
Height with cab 2,550 mm
Height of dozer blade 428 mm
Total height with rotating beacon 2,661 mm
Width of upper carriage 1,719 mm
Width of cab 980 mm
Width travel gear 1,960 mm
Width of dozer blade 1,960 mm
Transport length short shovel arm 5,455 mm
Transport length long shovel arm 5,446 mm
Digging depth max., short shovel arm 3,767 mm
Digging depth max., long shovel arm 4,017 mm
Piercing depth max., short shovel arm 2,708 mm
Piercing depth max., long shovel arm 2,945 mm
Piercing height max., short shovel arm 5,749 mm
Piercing height max., long shovel arm 5,910 mm
Dumping height max., short shovel arm 3,834 mm
Dumping height max., long shovel arm 3,995 mm
Digging radius max., short shovel arm 6,039 mm
Digging radius max., long shovel arm 6,277 mm
Max. reach at ground level (short shovel arm) 5,920 mm
Max. reach at ground level (long shovel arm) 6,164 mm
Tail swing radius 1,312 mm
Tail swing radius with tail weight 1,417 mm
Boom offset max. (to center of bucket right side) 551 mm
Boom offset max. (to center of bucket left side) 583 mm
Stacking height max. (dozer blade above surface) 414 mm
Digging depth max. (dozer blade below surface) 439 mm
Length travel drive 2,509 mm
Max. swivel angle (arm system to the left) 70°
Max. swivel angle (arm system to the right) 55°
Boom swing radius center 2,409 mm
Boom swing radius right 2,275 mm
Boom swing radius left 2,022 mm

The illustrations, equipment and data shown may deviate from the current delivery program of your country. Optional equipment subject to additional charge may be shown. Subject to changes.
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Swiveling dozer blade
2,550 mm

2,661 mm
1,719 mm

980 mm
1,960 mm
1,960 mm
5,455 mm

5,446 mm
3,767 mm

4,017 mm
2,708 mm
2,945 mm
5,749 mm
5,910 mm
3,834 mm
3,995 mm
6,039 mm
6,277 mm
5,920 mm
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Lifting force tables ET58
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All table values are specified in kg (Ibs,), in a horizontal position on a solid surface and without a bucket or an

attachement,

If a bucket or other attachment is mounted, the lifting force or tipping load is reduced by the device’s dead weight,

Base of calculation: according to ISO 10567,

The lifting force of the vehicle is limited by the settings of the pressure relief valves and hydraulic performance or by

the tipping safety mechanism,

Neither 75% of the static tipping load nor 87% of the hydraulic lifting force are exceeded, The lifting force of the
vehicle is limited by the hydraulic capacity or by the tilting safety mechanism,

Neither 75% of the static tipping load nor 87% of the hydraulic lifting force are exceeded,
Base of calculation: according to ISO 10567, Set pressure at the lifting arm cylinder: ET 24: 24000 kPa (3480 psi)

The lifting capability applies for vehicles under the following conditions:

* Lubricants and operating materials at the prescribed levels,

* Full fuel tank,
» Cabin

* Vehicle at operating temperature,
» Weight of the operator 75 kg (165 Ibs,),

max Permissible load with extended dipper stick
A Outreach from middle of rotating assembly
B Load hook height

Lifting force limited by hydraulics

With or without dozer blade support in travel
direction

- [With or without dozer blade support 90° from

| the travel direction
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Lifting force tables ET58

N K
max 5,0 m (16°-5) 4,0 m (13-1“) 3,0 m (9°-10“) 2,0m (6°-7)
A i l L ‘ o | l pliim ] ‘ 0y l " i l i ‘ i il l I l n
o N (U [CF P (O (OF s | OF (OF e (OF (O O (D)
Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up
40m - - -
(13-17) - - - - - - - - -
30m 1,304* 912 841 - 1,295* | 1,161 1,066 -
(9-10”) (2,876)*| (2,011) | (1,854) - (2,856)*] (2,559)| (2,351) -
20m 1,311* 805 743 - 1,463 | 1,128 1,035 | 1,850°| 1,760 1,590 - - -
(6-7) (2,892)*| (1,776) | (1,638) - (3,226)"] (2,488)| (2,282) | (4,080)*| (3,880)| (3,506) - - -
1,0m 1,335 771 M 1,355 | 789 728 1,678 | 1,088 996 2,413* | 1,659 1,495 - - -
(3-3") (2,944)*| (1,701) | (1,568) | (2,988)*| (1,740)| (1,604) | (3,700)*| (2,399)| (2,196) | (5,322)*] (3,659)| (3,296) - - -
0,0m 1,365 794 731 - 1,800% | 1,059 969 2,645* | 1,607 1,445 - - -
(007 | (3,010 (1,751)| (1,613) - (3,968)*| (2,336) | (2,136) | (5,832)*| (3,543)| (3,186) - - -
-1,0m | 1,386* 893 821 - 1,716 | 1,053 962 2,504* | 1,599 1,438 4,032* 3,256 2,790
-(3-3") (3,057)*| (1,970) | (1,810) - (3,785)*] (2,322)| (2,122) | (5,522)*| (3,527)| (3,171)| (8,891) (7,179) (6,152)
-20m | 1,348 | 1,180 | 1,077 - - - - 1,957 | 1,627 1,464 3,009 3,009* 2,842
-(6-7") (2,973)*| (2,602) | (2,374) - - - - (4,314)* (3,587)| (3,228) | (6,635)* (6,635) (6,267)
Tab, 1: Lifting force table ET58 STD, short dipper stick, rubber track, without additional rear weight
ﬁxﬁ 5,0 m (16°-5“) 4,0 m (13-1“) 3,0 m (9°-10“) 2,0m (6°-7)
A ‘ 1| sy | ‘ ' ‘ 1| i ' '
i of . ! Fivir | iSir] ik i I | i L Pl
o\ | CHOF | CH O O (O CHEF ) T O ]
Blade down | Blade up Blade down | Blade up Blade down Blade up Blade down | Blade up Blade down Blade up
40m 1,220 | 1,042 959 - - - 1,168* 1,168* | 1,047 - -
(13-17) (2,690)*] (2,299)| (2,114) - - - (2,576)* | (2,576)* | (2,367) - - - -
30m 1,204* | 831 767 - - - 1,177 1,162 1,067 - -
(9-10”) (2,654)*| (1,833)] (1,690) - - - (2,595)" | (2,562) | (2,352) - - -
20m 1,216* | 741 684 1,228* | 797 734 1,361* 1,126 1,032 | 1,661* | 1,661* | 1,601 -
(6-7) (2,680)*| (1,634) (1,507) | (2,709)*| (1,757)| (1,620)| (3,001)* | (2,483) | (2,276)| (3,662)*| (3,662)*| (3,530) - -
1,0m 1241 | 711 655 1,306* | 779 "7 1,600* 1,081 989 | 2,270* | 1,662 | 1,496 -
(3-3) (2,737)*| (1,568)| (1,445) | (2,880)*] (1,718)] (1,581)| (3,528)* | (2,384) | (2,180)| (5,006)*| (3,664)| (3,299) - -
00m 1273 | 729 671 1,341 | 765 703 1,762* 1,047 955 | 2,598* | 1,594 | 1,432 -
(0-0") | (2,807)°| (1,607) (1,479) | (2,958)*| (1,687)] (1,551)| (3,885)* | (2,308) | (2,107)] (5,729)*| (3,515)| (3,157) - - -
-1,0m | 1,302* | 808 743 - - - 1,743 1,034 943 | 2,551* | 1,576 | 1,415 4,306* 3,208 2,745
-(3-37) (2,870)"| (1,783)] (1,637) - - - (3,843)" | (2,279) | (2,079)| (5,625)*| (3,476)| (3,120) | (9,494) (7,073) (6,052)
-20m | 1,296* | 1,024 936 - - - 1,368* 1,051 960 | 2,126 | 1,595 | 1,433 3,393* 3,260 2,791
-(6-77) (2,857)*| (2,257)| (2,063) - - - (3,015)* | (2,318) | (2,117)| (4,689)*| (3,517)| (3,160) | (7,481) (7,187) (6,155)

Tab,2: Lifting force table ET58 STD, long dipper stick, rubber track, without additional rear weight
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Lifting force tables ET58

N K
X 5,0 m (16*-5) 4,0 m (13-1%) 3,0 m (9-10) 2,0 m (6-7%)
A i i [ | | [ i i pia | ! i L JL [
s\ [ CF{CH s O O O O s O OF ] OF ) O ] G
Blade down | Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up
40m - - - - - - -
(1317 - - - - - - - - - -
30m 1,304* | 1,005 927 - - 1,295* | 1,273 1,169 - - -
@107 | @876 ] (2.216)] (2,043) ; - | @ssey| @son| @sr9 | - - ;
20m 1,311* 890 822 - - 1,463* | 1,241 1,138 1,850* | 1,850* 1,742 -
©7) | 2892°| (1.963)| (1812 - - - | 3228¢| @2736)| (2510) | (4.080)| (4,080)"| (3,840) .
1,0m 1,335% 854 788 1,355% 874 806 1,678* | 1,200 1,099 2,413 | 1,828 1,646 -
@) | o4y | (1.884)| (1,738) | 2988 | (1.927)| (1,777)| 3700y (2.647)| (2.424) | (5,322)| (4.030)| (3.630) ;
0,0m 1,365* 880 811 - - 1,800 | 1,172 1,072 2,645 | 1,775 1,597 -
©0) | 3.010¢| (1,940)| (1,788) . - | 39e8y| 2584)| (2363) | (5.832°| (3.914)| (3521) - . -
-1,0m 1,386* 989 909 - - 1,716* | 1,165 1,066 2,504 | 1,768 1,590 4,032* 3589 3,076
@) | 30577| @181 ©@004) . - | a7ssy| @570)| @349) | (5,522 | (3.898)| (3505) | 8891 | (7.913) | (6782
-20m 1,348 | 1,303 | 1,189 - - - 1,957 | 1,795 1,616 3,009* 3,009* 3,009*
©7) | @o73r| 2873)| @621) . . - @314y| 3.958)| (3563 | (6,635 | (6635 | (6:635)

Tab,3: Lifting force table ET58 STD, short dipper stick, rubber track, with additional rear weight

/m?/\@ 5,0 m (16°-5°) 4,0 m (13-1") 3,0 m (9'-10“) 2,0 m (6-7")

Al s G | s o # & j o
o\ | U (O OF | OF (e O | OF (e | OO | B )
Blade down | Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up
som| 1,220° | 1,146* [ 1,054 - - 1168* | 1,168* | 1,168* - - -
1317 | (26900 2520)| (2.324)| - - @576 | (2,576) | (2,576) - - -
30m| 1204 | 918 | 847 - - 1177 | 1477 | 1470 - - -
@107 | 2654y | @024)| (1.867)| - ; 2,595 | (2,595) | (2,580) - - -
20m| 1216* | 821 | 758 | 1228 | 881 813 | 1361* | 1239 | 1136 | 1861 | 1661 [ 1661 -
©7) | 26800 (1.811)| (1671 | @709 | (1.944) | (1,792) | 30017 | 2731) | (2504) | (3,662 | (3662 | (3,662 -
1om| 1241 789 [ 728 [ 1306 | 864 795 | 1600* | 1194 | 1002 | 2270 | 1830 [ 1648 - -
@) | @7377| (1.741)| (1.605)| (2880 | (1.904) | (1.754) | (3528 | (2.632) | (2408) | (5,006) | (4,035) | (3633) - -
oom| 1273 | 810 | 746 | 1341* [ 850 782 | 1762* | 1159 | 1059 | 2508 | 1762 | 1584 - -
07| 2807 | (1,785)| (1.644)| (2.958) | (1.873) | (1.,724) | (3.885) | (2556) | (2.334) | (5729 | (3.886) | (3.492) - -
-10m| 1302 [ 898 | 825 - - 1743 | 1146 | 1046 | 2551 [ 1745 | 1567 | 4306* [ 3541 | 3030
@) | @srop| (1979)| (1819 - - 3843y | (@527) | (2307) | 5625y | (3847) | (3.455) | (9494 | (7.807) | (6,682)
-20m| 1296* [ 1,133 [ 1,036 - - 1368 | 1164 | 1083 | 2126* [ 1763 | 1585 | 3393 [ 3303 | 3077
(6-7) | 28577| (2499)| 2285 - - @015y | (@567) | (2.345) | @689y | (3888) | (3.494) | (7481)| (7.481) | (6.785)

Tab,4: Lifting force table ET58 STD, long dipper stick, rubber track, with additional rear weight
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Lifting force tables ET58

NN

max 5,0 m (165 4,0 m (13'-1%) 3,0 m (9-10%) 2,0 m (6“7
A I i i i if [ L i i Ji ! Fiwir ] | i) Fisir
o\ (CF(CH - | OO U O e (OO e OF | OF 5
Blade down | Blade up Blade down | Blade up Blade down | Blade up Blade down | Blade up Blade down Blade up
40m - - - - -
(13-17) - - - - - - - -
30m 1,304* 942 810 - - 1,295* | 1,198* 1,027 -
@107 | (2,876 (2,077 (1,756) - - | @856)| @641)] (2,264) -
20m 1,311* 832 716 - - 1,463* | 1,165 996 1,850* | 1,819 | 1,524
(6-77) (2,892)*] (1,835)| (1,578) - - (3,226)°| (2,569) | (2,195) | (4,080)*| (4,010)| (3,360)
1,0m 1,335* 797 685 1,355* | 816 700 1,678 | 1,125 957 2413 | 1,718 1,430
@3 | @944y| (1,758)| (1,510)| (2,988)| (1,799)| (1,544) | (3,700)| (2,480)| (2,111) | (5,322)*| (3,788)| (3,154)
00m 1,365* 821 704 - - 1,800* | 1,096 930 2,645 | 1,665 | 1,381
©-07) | (3,010 (1.811)] (1,551) - - | aessy| 41| (2051) | 5,832 @671)| (3,045)
-1,0m | 1,386* 924 789 - - 1,716* | 1,090 924 2,504 | 1,658 | 1,374 4,032* 3,391 2,632
@3) | (3,057 (2,038)] (1,740) - - | 378sp| (2402)| (2,037) | 55227 | 3.655)| (3030)| (8891 | (7.477) | (5804)
-20m | 1,348 [ 1,221 1,033 - - - 1,957* | 1,685 | 1,400 3,009* 3,009 2,683
©7) | 2973 (2691)] (2,279) ; ; @314y 3,716)] 3.07) | (6,635 | (6635 | (5916)

Tab,5: Lifting force table ET58 STD, short dipper stick, steel track, without additional rear weight

/m?/\@ 5,0 m (16-5%) 4,0 m (13-1) 3,0 m (9°-10") 2,0m (6-7")
A | - T - 5 | | ey .
S U O e OF [ OF 15 (OF |0 0 [0) [ 0 )]
Blade down | Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up

som| 1220 | 1078| 92 } 1168 | 1168 | 1,034

13-y | @ 6% 2373)| @036) i @576y | 576y | (2280

30m| 1,204* 859 738 - 1,177* 1,177* 1,027 - - - -
@10) | 2654y (1.894) | (1.628) i 2595 | 5oy | 22s4) | - i i
20m| 1,216* 766 658 1,228* 824 707 1,361* 1,163 993 1,661* 1,661* 1,534

67 | @esor| (1690)| (1450)| 27097 | (1816) | (1559) | ooty | @565 | @ie9) | @62 | Geear| @83

om| 1241 | 73 | 630 | 1a06' | 806 | 690 | 100" | 1118 | 950 | 2270° | 172 | 1ast |- }
@) | @737r| (1622 | (1300)| @ssoy | (1777) | (1521) | 3528 | 2465 | (2005) | (5.008¢ | 3794 | (3.156) | - .
00m| 1273* 754 645 1,341* 792 676 1,762* 1,083 917 2,598* 1,652 1,368

ooy | @sory| (1663 | (1422 | @osey | (1748 | 1401y | eesy | @as9) | @o22) | Groy | 6643 | (3.016)

tom| 1302 | 837 | 714 i 1745 | 1070 | 904 | 2651 | 163 | 161 | 4306 | 3342 | 2568
@) | esror| s | 1573 i G843 | 2360) | (1.900) | 625 | (3604 | (2.980) | 004y | 7370 | (5.708)
Z20m| 129" | 1059 | 898 } 1365 | 1088 | 921 | 2126 | 1655 | 1069 | 3395 | 3395 | 2633
@) | 857)| (2.336)] (1,981) . 30157 | (2399 | (2032) | @689y | (3646) | (3019) | 7asty | 7481y | (5808)

Tab, 6: Lifting force table ET58 STD, long dipper stick, steel track, without additional rear weight
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Lifting force tables ET58
N K
max 5,0 m (16-5) 4,0 m (13-1“) 3,0 m (9-10) 2,0 m (67"

A | = | gl | = | izl | -
o N | CF O [0 OF (L2 O O O CE o OF [ O
Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up
40m - - - - - - - - - - - - - - -
(13-17) - - - - - - - - - - - -
30m 1,304* | 1,036 894 - - - 1,295% | 1,295* 1,127 - - - - - -
@107 | (2,876)*| (2.283) (1,971) - - - | @856)| (2,856)*| (2485) - - - - - -
20m 1,311* 918 792 - - - 1,463* | 1,279* 1,096 1,850* | 1,850*| 1,671 - - -
©-77) | (2892)*| (2,024)| (1,747) - - - | (3,226)*| (2,820*| (2.417) | (4,080)*| (4,080)*| (3,684) - - -
1,0m 1,335* 881 760 1,355* 901 777 1,678" | 1,238 1,058 2,413* ] 1,888 1,677 - - -
(337 | (2944)*| (1,943)| (1,675)| (2,988)* | (1,987)| (1,713)| (3,700)*| (2,731)| (2:332) | (5,322)*| (4,163)| (3,478) - - -
00m 1,365* 908 781 - - - 1,800* | 1,210 1,031 2,645* | 1,835 1,628 - - -
@07 | (3,010 (2,002) | (1,723) - - - | 3968)| (2667)| (2272) | (5832 (4,046)| (3,369) - - -
-1,0m 1,386* | 1,021 875 - - - 1,716* | 1,203 1,024 2,504* | 1,828 1,621 4,032* 3,729 2,905
.33 | (3,057 (2,251)| (1,930) - - - | 3785 (2653)| (2,259) | (5522)%| (4,030)| (3,354)| (8,891) | (8,223) (6,406)
-20m 1,348* | 1,345 | 1,143 - - - - - - 1,957 | 1,855 1,647 3,009 3,009 2,956
-7 | (2973 (2,965) | (2,520) - - - - - - @317 @091 | 3411 | (6635 | (6635 | (6518)

Tab,7: Lifting force table ET58 STD, short dipper stick, steel track, with additional rear weight

/m?/\@ 5,0 m (16'-5") 4,0 m (13°-1%) 3,0 m (9-10%) 2,0 m (6“7")

A | - i | i | ! - 5 |
S| CH{ O O [ OF (S O (O [ OO || O D] e
Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up Blade down Blade up

aom| 1,220 | 1,180*[ 1,016 - - - 1168* | 1,168* | 1,134 - - - - -
(137 | (2690 (2602*| (2.240)| - - - @576) | (25767 | (2,501) - - - - -
30m| 1,204 | 946 | 816 - - - 1477 | 1477 | 1427 - - - - -
@-10") | (2.654)*| (2087)] (1,800)| - - ; 2,59) | (2,59) | (2.486) - - ; - ;
20m| 1216*| 847 | 730 | 1228* | 909 783 | 1361 | 1277 | 1093 | 1661 | 1661 | 1,661* - -
©7) | 2680¢| (1,868)| (1.610)| 27097 [ (2004) | (1,727) | (30017 | (2815) | 411) | (3662 | (3662 | (3662 - -
1om| 1241 815 [ 701 [ 1306 [ 801 766 | 1,600 | 1232 | 1050 [ 2270 | 1,891 [ 1578 - -
@) | @73ry| (1.796) | (1,546)| (2880 | (1.965) | (1,689) | (3528) | (2716) | (2.316) | (5,008) | (4,169) | (3480) - -
oom| 1273 836 | 718 | 1341 | s77 753 | 1762 | 1197 | 1017 | 2508 [ 1822 | 1515 - -
07| @8ory| (1843 | (1583)| 2958 | (1.934) | (1,659) | (3.855)* | (2.639) | (2.243) | (5729 | 4.019) | (3,340) - - -
“om| 13020 [ 927 | 794 ; - - 1743 | 1,184 | 1,005 | 2551 | 1805 | 1498 | 4306* | 3681 | 2,861
32 | 2870¢| @043 (1.750)[ - - - (38437 | (2610) | (2216) | (56257 | (3.979) | (3.304) | (9,494 | (8117) | (6,308)
-20m| 1,206* [ 1170 [ 996 - - - 1368 | 1202 | 1022 | 2126* [ 1824 | 1516 | 3393 [ 3303 | 2906
©-7) | @ss7y| @s80)| @197 - - - 3,015 | (2650) | (2253) | 4689y | 4021) | (3343) | (7asty | 781y | (6.408)

Tab,8: Lifting force table ET58 STD, long dipper stick, steel track, with additional rear weight
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